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-5 TYPICAL SECTIONS 606001-04 CONCRETE CURB TYPE B AND COMBINATION CONCRETE CURB AND GUTTER
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11 BD22 PAVEMENT PATCHING FOR HMA SURFACED PAVEMENT 886001-01 DETECTOR LOOP INSTALLATIONS

12 BD24 CURB OR CURB AND GUTTER REMOVAL AND REPLACEMENT 886006-01 TYPICAL LAYOUT FOR DETECTION LOOPS

13 BD32 BUTT JOINTS AND HMA TAPER

14 TC10 TRAFFIC CONTROL AND PROTECTION FOR SIDE ROADS, INTERSECTIONS AND DRIVEWAYS

15 TC13 DISTRICT ONE TYPICAL PAVEMENT MARKINGS

16 TSO7 DETECTOR LOOP INSTALLATION DETAIL FOR ROADWAY RESURFACING

HIGHWAY STANDARDS

GENERAL NOTES

N - 12. HOT-MIX ASPHALT SURFACE REMOVAL BUTT JOINTS WILL BE INSTALLED AT THE ENDS OF ALL 23. THE CONTRACTOR SHALL USE ALL NECESSARY PRECAUTIONS AND PROTECTION MEASURES
I. ALL REFERENCES TO “STANDARD SPECIFICATIONS” IN THESE GENERAL NOTES AND THE | UTT JOIN ! A N .
B e i L B INTERPRETES 70 MEAN THE CURRENT EDITION OF THE S TANDARD SF?LTJRF?)%\I‘IV\;GALWDHFROFHVRESURrSAVCINGW MEETS :Xf;!msc PAyEMErll)v IN’DAﬁiOiDéNEEAméTH NTHEFSS ﬁ??l??o;gaﬁf&w EXISTING UTILITIES, SEWERS, AND APPURTENNANCES THAT MUST BE
SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION” ADOPTED BY THE ILLINOIS urt J HOT-MIX ASPHALT TAPER DETAILS SHEET INCLUDE HE PLANS, UNL ‘ ’
DEPARTMENT OF TRANSPORTATION OTHERWISE SPECIFIED.
- : 24. ALL MANHOLES AND BUFFALO BOXES WITHIN A PCC DRIVEWAY OR SIDEWALK MUST BE BOXED
e = - WTT " o r I o r
p AL LTEMS WILL BE CONSTRUGTED IN ACCORDANCE WITH THE TLLINOTS DEPARTMENT OF 13, Eégwggg Pr\?TFE}A_S AND TCOME;INAT;SNOCURB AND GUTTOER R_Mow;?L AND RCEPLACE;\DAENT ?ST géégEgglgvéNgiYuﬁ;Eax, ANSION MATERIAL. COST SHALL BE INCLUDED IN THE COST OF
TRANSPORTATION (IDOT) “STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE Roas ANDOCURE '\WSJHEGE ‘TST_AR EREA ORA XIZ”,:*;ER LF?C:CTEI E;TA\’\ID IATSEAwst ABETU&L D;‘FTECRH&?Y\?"D He ‘ :
CONSTRUCTION”, CURRENT EDITION AND SUPPLEMENT, EXCEPT AS MODIFIED TO CONFORM ’ AND GUTTER REMOVAL AND REPLACEMENT LIMII L : - N e
Wi VILLAGE OF FRANKLIN PARK REQUIREVENTS. BY FIELD CONDITIONS AND APPROVED BY THE ENGINEER. QUANTITIES FOR PATCHING SHALL 25. THE CONTRACTOR SHALL ENSURE THAT ALL WATER SYSTEM VALVES, VALVE VAULTS, AND
- NOT EXCEED THOSE PROVIDED IN THE SUMMARY OF QUANTITIES UNLESS APPROVED BY THE SANITARY SEWER MANHOLES REMAIN READILY ACCESSIBLE TO THE CITY FOR EMERGENCY
F - F 3 T CATI A A T A P
AL REFERENCES 70 “ENGINEER” SHALL BE INTERPRETED T0 MEAN THE RESIDENT ENGINEER. OPERATIONS. THE LOCATIONS OF ALL WATER AND SANITARY FACILITIES SHALL BE MARKED
ENGINEER AND READILY VISIBLE AT ALL TIMES.
£ : 14. CURB SHALL BE DEPRESSED THROUGH SIDEWALKS AS DETAILED IN STANDARD 42400L.
) . 26. ANY LOOSE MATERIAL DEPOSITED IN THE FLOW LINE OF DRAINAGE STRUCTURES, WHICH
4. ONE () SET OF APPROVED PLANS MUST BE ON THE SITE AT ALL TIMES. R .
ONE (D) SE 15. ALL SIDEWALKS WILL MEET EXISTING WIDTHS WITH A MINIMUM THICKNESS OF FIVE INCHES OBSTRUCTS THE NATURAL FLOW OF WATER SHALL BE REMOVED AT THE CLOSE OF EACH
_ . i , e (5) EXCEPT AT ANY EXISTING OR PROPOSED DRIVEWAY(S) THE THICKNESS WILL BE THAT WORKING DAY. PRIOR TO ACCEPTANCE OF THE IMPROVEMENT, ALL DRAINAGE STRUCTURES
. PRICR T NCEMENT OF CONSTRUCTION, THE CONTACTOR SHALL VERIFY ALL DIMENSIONS X : ! AT :
5 ANDOCON%I?QANMSE AFEFNE'%.INS IR WORK WITH THE ACTUAL CONDITIONS AT THE JOB SITE OF THE DRIVEWAY. BEDDING WILL BE A MINIMUM OF 4 OF CA-6/GRADE 8. THE COST OF SHALL BE FREE OF DIRT AND DEBRIS. THIS WORK WILL NOT BE PAID FOR SEPARATELY, BUT
! ’ £ LR IN THE ic i1
N ADDITION, THE CONTRACTOR MUST VERIFY THE ENGINEER'S LINE AND GRADE STAKES. I EQECQEQIETISO%AELWAWcirlv,Ess AND BEDDING SHALL BE INCLUDED IN THE COST OF PC SHALL BE CONSIDERED AS INCLUDED IN THE UNIT BID PRICES OF THE CONTRACT.
THERE ARE ANY DISCREPANCIES FROM WHAT IS SHOWN ON THE CONSTRUCTION PLANS, HE/SHE . 5% o D e
MUST IMMEDIATELY REPORT SAME TO THE ENGINEER BEFORE DOING ANY WORK:; OTHERWISE - - — —— SIGN !
THE CONTRACTOR ASSUMES FULL RESPONSIBILITY. IN THE EVENT OF DISAGREEMENT BETWEEN 16. PROVIDE FOR THE IMMEDIATE REMOVAL OF ANY MUD AND DEBRIS THAT IS DEPOSITED INTO
THE CONSTRUCTION PLANS. STANDARD, SPECIFICATIONS AND/OR SPECIAL DETALLS, THE THE STREETS AND SIDEWALKS, WHICH WERE CAUSED BY THE CONSTRUCTION. 27, iZ%EMD:ONTT Sf\ATAAFLﬂK[)Iﬁ‘ZDD[éEfL?iLé 780001, DISTRICT ONE DETAIL TC-13 AND PLAN SHEETS FOR
CONTRACTOR SHALL SECURE WRITTEN INSTRUCTIONS FROM THE ENGINEER PRIOR TO , ) o - E .
PROCEEDING WITH ANY PART OF THE WORK AFFECTED BY OMISSIONS OR DISCREPANCIES 17, THE CONTRACTOR'S ATTENTION IS CALLED TO THE FACT THAT THE PRESERVATION OF
NG 10 SECUBE SUCH INSTRUCTIONS. THE CONTRACTOR WILL BE CONSIDERED 10 HAVE EXISTING TREES IS OF UTMOST IMPORTANCE TO THE VILLAGE OF FRANKLIN PARK. ALL 28. THE CONTRACTOR WILL BE REQUIRED TO TEMPORARILY RESET ALL SUCH SIGNS THAT
OCEEDLD AT e oW RISC AND EXPENSE. IN THE EVENT OF ANY DOUBT OR GLESTION TREE PROTECTION, PRUNING AND ROOT PRUNING SHALL BE COMPLETED BEFORE CONSTRUCTION INTERFERE WITH CONSTRUCTION OPERATIONS. ALL SUCH SIGNS MUST BE MAINTAINED
S ING ITh REssEen 16 THE TRUE MEANING OF THE CONSTRUCTIONS PLANS OR OPERATIONS COMMENCE IN ANY AREA. AT NO TIME SHALL THE CONTRACTOR PRUNE OR STRAIGHT AND CLEAN FOR THE DURATION OF THE TEMPORARY SETTING AND MUST BE
CPEC I ICATIONS. THE DECISION OF THE ENGINFER SHALL BE FINAL AND CONCLUSIVE REMOVE ANY TREES UNLESS SPECIFICALLY DIRECTED BY THE ENGINEER.THE CONTRACTOR RE-ERECTED AT A TEMPORARY LOCATION IN A WORKMANLIKE MANNER AND BE VISIBLE TO THE
’ =l : SHALL USE CARE IN GRADING OR EXCAVATING NEAR ANY AND ALL EXISTING ITEMS WHICH TRAFFIC FOR WHICH [T IS INTENDED. THIS WORK WILL NOT BE PAID FOR SEPARATELY, BUT
1T 1S THE CONTRACTOR'S RESPONSIBILITY TO ASCERTAIN EXISTING FIELD CONDITIONS WILL NOT BE REMOVED. ANY DAMACE DONE TO EXISTING ITEMS BY THE CONTRACTOR SHALL SHALL BE INCLUDED IN THE UNIT BID PRICES OF THE CONTRACT.
BRIOR 6 BINDING ON THE PROJECT BE REPAIRED BY THE CONTRACTOR AT THE CONTRACTOR'S OWN EXPENSE.
! : TRAFFIC CONTROL
i 4 ) 18. 1T WILL BE AT THE VILLAGE'S DISCRETION TO ADD AND/OR REMOVE QUANTITIES AS
7. THE VILLAGE OF FRANKLIN PARK PUBLIC WORKS DEPARTMENT, 847-671-8252, MUST BE rw e ) B
£ VILLAGE © \ ° NECESSARY. ADDITIONAL QUANTITIES WILL BE PAID FOR AT THE CONTRACT UNIT PRICE 29. SEE TRAFFIC CONTROL HIGHWAY STANDARDS CONCERNING TRAFFIC CONTROL AND PROTECTION.
NOTIFIED TWENTY-FOUR (24) HOURS IN ADVANCE FOR INSPECTIONS. FOR THE ITEMS. THERE WILL BE NO ADDITIONAL COMPENSATION FOR QUANTITIES REMOVED
BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL “JULIE” (JOINT o meetion Faont e it B
UTILITY LOCATION INFORMATION FOR EXCAVATION) AT 8-1-1 AND THE VILLAGE OF ‘ :
I T FOR FIELD LOCATIONS OF BURIED UTILITIES (48 HOURS NOTIFICATION
FRANKLIN PARK AT TO ' STORM SEWERS, WATER MAINS, AND UTILITIES
IS REQUIRED).
i} e . ) i 19. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING THE OWNERS OF ALL UTILITIES
. THE CONTACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD OFFICE ON STATE OR A _uTiLl
8 C'EYCPOROPERTOY WITHOUT WRITTEN PERMISSION FROM THE DEPARTMENT OR CITY PRIOR TO CONSTRUCTION TO DETERMINE THE LOCATION OF ALL UTILITY EQUIPMENT. THE
! oSO - H CONTRACTOR SHALL COOPERATE WITH ALL UTILITY OWNERS IN ACCORDANCE WITH THE
9. SAW CUTTING OF PAVEMENTS, SIDEWALK, ETC. SHALL BE TGO THE DEPTH REQUIRED FOR zgégggigYspEmmcmAONs IF UTILITY RELOCATION, ADJUSTMENT, OR PROTECTION TS
REMOVAL SPECIFIED AND SHALL RESULT IN A CLEAN STRAIGHT EDGE ON THE PORTION .
, T _CONSIDERED INCLUDED IN THE COST OF THE ITEM
ggm%&‘cﬁ;."“ SAW,CUTTING, SHALL BE, CONSIDERED [INCLUDED 05T 0 20. THE LOCATION OF EXISTING DRAINAGE STRUCTURES, STORM SEWERS, WATER MAINS,
. SANITARY SEWERS, AND ANY OTHER PUBLIC UTILITIES AS SHOWN ON THE PLANS IS
. ) APPROXIMATE AND THE EXACT LOCATION IS TO BE DETERMINED IN THE FIELD BY THE
10. THE CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE ALL SECTION AND/OR N gl -
_ : ‘ 5 1
SUBSECTION MONUMENTS, PROPERTY CORNERS, AND REFERENCE MARKERS UNTIL THE OWNER, e e o Pt a o WL B ar o, T P10 PRICES 0F
HIS/HER AGENT, OR AN AUTHORIZED SURVEYOR HAS WITNESSED OR OTHERWISE REFERENCED : : - BE :
THEIR LOCATIONS. 21. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL UNDERGROUND AND
_ e SURFACE UTILITIES EVEN THOUGH THEY MIGHT NOT BE SHOWN ON THE PLANS. ANY UTILITY
N THE PLANS FOR STRUCTURES, EDGE OF PAVEMENT, ETC. ARE -
1. ?gngWLFO;gE)OWNEY Gégg%;‘ e PROPERTY DAMAGED DURING CONSTRUCTION SHALL BE REPAIRED OR REPLACED TO THE
HE LANE SATISFACTION OF THE OWNER AT THE CONTRACTOR'S EXPENSE.
22. ALL UTILITIES, SCHOOL DISTRICTS, LOCAL POLICE, AND FIRE DEPARTMENTS SHALL BE
NOTIFIED BY THE CONTRACTOR 72 HOURS PRIOR TO THE START OF CONSTRUCTION.
FILE NAME = USER NAME = SUSER$ DESIGNED - REVISED F.A.UL SECTION COUNTY TC‘JVTAL SHEET
o\TB140450 - franklin ave resurfacing\plans\sheets\FO148450gnnt2081.dgn DRAWN B REVISED STATE OF ILLINOIS FRANKLIN AVENUE RTE. SH:ETS NO.
INDEX OF SHEETS, STANDARDS, AND GENERAL NOTES [¥|.. 02:00070°00°R cook__| 16 | 2
PLOT SCALE = 18.8000 '/ IN. CHECKED - REVISED DEPARTMENT OF TRANSPORTATION ] v CONTRACT NO.'63254
PLOT DATE - 7/14/2009 DATE - REVISED SCALE: [SHEET NO. 1 OF 1 SHEEIS | STA. 10 STA. o] oo AT PRGOS




